
 

 

 

Technical specification 

 
HAMMER DRIVE FIXING WITH CSK HEAD S-PKK 

Trade mark 

 
 

  

 
 

Product designation: 

S-PKK d x L / K 

- S-PKK – unique code of the product 

- d x L – diameter and length of the plug  

- K – trade mark kamfix 

Application: 

For fastening wooden elements to concrete, bricks and aerated concrete blocks. Certified for the construction 
of external thermal insulation composite systems - ETICS. 
 
Has certificate ETA 12/0572 from 29/03/2019 to meet the requirements of ETAG 014. 
 
 

ЕТА-12/0572 issued by ITB Poland 

Authorized laboratory NB 1488 

According to the reqirements of ETAG 014 

Declaration of conformity issued by ITB 

Rating system 2+ 

Material Nylon PA6 / 

 
 
 
 



 

 

 
 

Technical information 

 

d – Diameter 

l – Length 

d0 – Diameter of the drill bit 

h1- Dept of drilling 

tfix - Thickness of the attached element 

hef - Effective anchorage depth 

ds – Diameter of the screw 

ls – Screw length 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Size d,mm 

 

l,mm 

 

d0, mm h1,mm tfix,mm hef,mm ds,mm ls,mm 

6x40 6 40 6 40 10 30 4 45 

6x50 6 50 6 40 20 30 4 55 

6x60 6 60 6 40 30 30 4 65 

6x80 6 80 6 40 50 30 4 85 

8x60 8 60 8 50 20 40 5 65 

8x80 8 80 8 50 40 40 5 85 

8x100 8 100 8 50 60 40 5 105 

8x120 8 120 8 50 80 40 5 125 

8x140 8 140 8 50 100 40 5 145 

10x80 10 80 10 60 30 50 7 85 

10x100 10 100 10 60 50 50 7 105 

10x120 10 120 10 60 70 50 7 125 

10x140 10 140 10 60 90 50 7 145 

10x160 10 160 10 60 110 50 7 165 



 

 

 

 

Recommended loads per single plug 

 
 

 

Type S-PKК  
measurement 

ø 6 ø 8 ø 10 

Min. Distance smin 
[mm] 

100 100 100 

Min. edge distance Cmin 
[mm] 100 100 100 

Min. thickness of the 

concrete base 
hmin 

[mm] 100 100 100 

  
 

   

Kind of concrete C12/15 
[kN] 

0,30 0,35 0,70 

Brand of concrete 
C16/20 - 

C50/60 

[kN] 
0,45 0,80 1,00 

  
 

   

Solid brick ≥ NZ12 
[kN] 0,40 0,40 0,90 

Calcium silicate bricks ≥ KS12 
[kN] 0,40 0,40 

0,90 

 

 

Material: 

 

- Plug – Polyamide/Nylon 

- Nail – Galvanized steel 

 



 

 

 
Installation: 

 

 

1. A hole is drilled in the base. 

2. It is recommended that the drilled hole be cleaned of solid debris. 

3. When drilling through soft materials, the non-impact drilling mode MUST be used. Using impact drilling 

leads to destruction of the structure of the material and the reliable fastening of the nail-plug cannot be 

guaranteed. 

4. Installation is through, by driving the nail into the plug. 

When driving the nail, the insert expands in two directions. If the installation is in hollow bricks the plug 

must be long enough to cover a minimum of 2 sections of the brick. In wooden constructions, the plug with 

a hidden collar can be used, but in metal constructions, the use of a wide or cylindrical collar plug is 

recommended. 

Advantages: 

- Quick, easy and economical installation. 

- The nail and plug are pre-mounted to each other for easier and faster installation. 

- No special tools required. 

- The metal nail is threaded and has a cross slot. After installation, it is possible to unscrew the screw 

and dismantle the attached parts. 

- The geometry of the collar allows the plug to be installed so that there are no protruding elements 

above the installed surface. 

 


